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Druckschlauchtüllen, Stopfen

Hose Nozzles, Plugs

CodeDruckschlauchtülle  BSP

90· Schlauchtülle-Außengewinde · Hose nozzle-male thread

7

7

7

7

7

7

7

7

d

d=14-d1=12/G=1/4"

d=18.d1=16/G=3/8"

d=22.d1=20/G=1/2"

d=28.d1=25/G=3/4"

d=34.d1=32/G=1"

d=43.d1=40/G=11/4"

d=53.d1=50/G=11/2"

d=66.d1=60/G=2"

PN

10

10

10

10

10

10

10

10

VE

Pack

100

100

100

100

100

100

100

50

Art. Nr.

71146

71147

71148

70931

71150

71151

71152

71153

CodeDruckschlauchtülle

90· Klebestutzen-Schlauchtülle · solvent cement spigot-hose nozzle

7

7

d

10-8

12-12

PN

16

16

VE

Pack

100

200

Art. Nr.

71062

71063

CodeDruckschlauchtülle

90· Klebestutzen-Schlauchtülle · solvent cement spigot-hose nozzle

7

7

7

7

7

7

7

d

16-16

20-20

25-25

32-30

40-40

50-50

63-60

PN

16

16

16

16

16

16

16

VE

Pack

200

180

140

120

120

70

50

Art. Nr.

70971

70972

70973

70974

70975

70976

70977

CodeAXstdpipetyp

90· kegeliges Außengewinde · tapered male thread

7

7

7

7

7

7

7

7

7

7

7

d

1/4"

3/8"

1/2"

3/4"

1"

1 1/4"

1 1/2"

2"

2 1/2"

3"

4"

PN

10

10

10

10

10

10

10

10

10

10

10

VE

Pack

100

100

100

100

100

100

100

100

10

10

10

Art. Nr.

72600

71209

70465

70464

71210

71211

71212

71213

72165

72166

72167

188


